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DURABILITY SAFETYSERVICEABILITY

CAB COMPONENTS MADE WITH 
DURABLE, AUTOMOTIVE-GRADE 
MATERIALS

	INJECTION MOLDED PLASTIC 
CONSTRUCTION

	TEMPERED SAFETY GLASS

	1" TUBULAR STEEL INNER  
DOOR FRAMES

ALL PRO XD CAB COMPONENTS ARE 
DESIGNED TO BE EASILY REMOVABLE, 
ALLOWING USERS TO TAILOR THEIR 
VEHICLE TO THEIR SPECIFIC JOB OR 
WORKSITE 

	ONE STANDARD KEYSET STARTS 
THE VEHICLE AND UNLOCKS DOORS

	REPLACEMENT CAB PARTS 
AVAILABLE FOR SERVICE

THE PRO XD AND CAB WERE 
ENGINEERED TOGETHER TO CREATE 
THE TIGHTEST SEAL POSSIBLE, 
KEEPING HARMFUL DUST AND 
WEATHER OUT

	INTEGRATED SEAL CHANNELS  
IN THE ROPS

	FULL COVERAGE PROTECTION FOR 
DRIVERS AND PASSENGERS

*PRO XD performance and safety claims based on testing of Polaris® RANGER® all-terrain utility vehicle against comparable competitor vehicles. Warning: Polaris PRO XD vehicles can be 
hazardous to operate and are not intended for on-road use. All riders should always wear head protection – such as hard hats or a helmet – that is appropriate for operating conditions 
and intended usage, considering factors such as intended speed, unevenness of terrain, turns in path, weather, obstacles, and other traffic. Always use seat belts and close doors (as 
equipped). Never engage in stunt driving, and avoid excessive speeds and sharp turns. Riding and alcohol/drugs don’t mix. All riders should take a safety training course. Call 800-342-
3764 for additional information. ©2018 Polaris Industries Inc


